
상 세 규 격 서

구분 품명
단

위

수

량
비고

1 LUMENERA 14 MEGAPIXEL CAMERA ea 2

2 FLIP MOUNT ea 10

3 SOFT-COATED LASER LINE FILTER ea 5

4 SOFT-COATED LASER LINE FILTER ea 5

5 ACHROMATIC DOUBLET ea 6

6 ACHROMATIC DOUBLET ea 6

7 ACHROMATIC DOUBLET ea 4

8 N-BK7 GROUND GLASS DIFFUSER ea 2

9 N-BK7 GROUND GLASS DIFFUSER ea 2

10 N-BK7 GROUND GLASS DIFFUSER ea 2

11 N-BK7 GROUND GLASS DIFFUSER ea 2

12 N-BK7 GROUND GLASS DIFFUSER ea 2

상 세 내 역
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  11. N-BK7 GROUND GLASS DIFFUSER

  12. N-BK7 GROUND GLASS DIFFUSER

2. 규격

 1. LUMENERA 14 MEGAPIXEL CAMERA

  - Image Sensor : Sony Super HAD ICX205, 1/2” format, mono, 6.5 x 4.8 mm 

array

  - Effective Pixels : 1392 x 1040, 4.65µm square pixels

  - Frame Rate : 15 fps at 1392 x 1040, 30 fps at 640 x 480 (binning or ROI)

  - Dynamic Range : High

  - Sensitivity : 60 dB

  - Dimensions : 44x44x56mm

  - Power Requirement : USB bus power

  - Operating Temperature : 0 to 50°C

  - Operating Humidity : 5 to 95%, Non-condensing

  - Interface Connector : Locking mini USB cable & RJ45 GPI/O connector

  - Lens Mount : Adjustable C-Mount (Lens not Included)

 2. FLIP MOUNT

  - Mounts Ø1" Optics



  - Detent Force at 0°and 90°, Lockable Across Entire Range

  - <25 µrad Angular Repeatability at 0°and 90°

  - Stackable Design

  - Post- and Rod-Mountable

  - One Retaining Ring Included

 3. SOFT-COATED LASER LINE FILTER

  - Center Wavelength : 632.8 ± 0.2 nm

  - Full Width Half Max : 1 ± 0.2 nm

  - Minimum Transmission at Center Wavelength : 50%

  - Blocking : 200 - 1150 nm

 4. SOFT-COATED LASER LINE FILTER

  - Center Wavelength : 632.8 ± 0.6 nm

  - Full Width Half Max : 3 ± 0.6 nm

  - Minimum Transmission at Center Wavelength : 65%

  - Blocking : 200 - 1150 nm

 5. ACHROMATIC DOUBLET



  - Lens Diameter (mm) : 50.8

  - Focal Length (mm) : 100.0

  - Back Focal Length (mm) : 89.0

  - Working Distance (mm) : 86.1

  - Radious 1 (mm) : 71.1

  - Radious 2 (mm) : -44.2

  - Radious 3 (mm) : -363.1

  - Center Thickness 1 (mm) : 16.0

  - Center Thickness 2 (mm) : 4.0

  - Edge Thickness (mm) : 14.4

  - Materials : N-BAF10/N-SF10

 6. ACHROMATIC DOUBLET

  - Lens Diameter (mm) : 50.8

  - Focal Length (mm) : 400.0

  - Back Focal Length (mm) : 394.6

  - Working Distance (mm) : 391.5

  - Radious 1 (mm) : 292.3

  - Radious 2 (mm) : -148.9

  - Radious 3 (mm) : -398.5

  - Center Thickness 1 (mm) : 8.0

  - Center Thickness 2 (mm) : 8.0

  - Edge Thickness (mm) : 14.1



  - Materials : N-BK7/N-SF2

 7. ACHROMATIC DOUBLET

  - Lens Diameter (mm) : 50.8

  - Focal Length (mm) : 750.0

  - Back Focal Length (mm) : 743.9

  - Working Distance (mm) : 740.3

  - Radious 1 (mm) : 398.6

  - Radious 2 (mm) : -343.7

  - Radious 3 (mm) : -1544.5

  - Center Thickness 1 (mm) : 6.0

  - Center Thickness 2 (mm) : 6.0

  - Edge Thickness (mm) : 11.0

  - Materials : N-BK7/N-SF2

 8. N-BK7 GROUND GLASS DIFFUSER

  - Size : Ø1"

  - Grit : 200

  - Diffuser Thickness : 2.0 mm

  - Clear Aperture : >90%

  - Surface Flatness of Smooth Side (@ 633 nm) : <4λ

  - Surface Quality of Smooth Side : 80-50 Scratch-Dig

  - Parallelism : <3 arcmin



  - Materials : N-BK7

 9. N-BK7 GROUND GLASS DIFFUSER

  - Size : Ø1"

  - Grit : 220

  - Diffuser Thickness : 2.0 mm

  - Clear Aperture : >90%

  - Surface Flatness of Smooth Side (@ 633 nm) : <4λ

  - Surface Quality of Smooth Side : 80-50 Scratch-Dig

  - Parallelism : <3 arcmin

  - Materials : N-BK7

 10. N-BK7 GROUND GLASS DIFFUSER

  - Size : Ø1"

  - Grit : 120

  - Diffuser Thickness : 2.0 mm

  - Clear Aperture : >90%

  - Surface Flatness of Smooth Side (@ 633 nm) : <4λ

  - Surface Quality of Smooth Side : 80-50 Scratch-Dig

  - Parallelism : <3 arcmin

  - Materials : N-BK7

 11. N-BK7 GROUND GLASS DIFFUSER



  - Size : Ø2"

  - Grit : 220

  - Diffuser Thickness : 2.0 mm

  - Clear Aperture : >90%

  - Surface Flatness of Smooth Side (@ 633 nm) : <4λ

  - Surface Quality of Smooth Side : 80-50 Scratch-Dig

  - Parallelism : <3 arcmin

  - Materials : N-BK7

 12. N-BK7 GROUND GLASS DIFFUSER

  - Size : Ø2"

  - Grit : 600

  - Diffuser Thickness : 2.0 mm

  - Clear Aperture : >90%

  - Surface Flatness of Smooth Side (@ 633 nm) : <4λ

  - Surface Quality of Smooth Side : 80-50 Scratch-Dig

  - Parallelism : <3 arcmin

  - Materials : N-BK7

3. 기타사항

가. 설치위치 : 경북 구미시 구미대로 350-27 XR 디바이스 개발 지원센터 106호

나. 설치개요 : 규격서의 조건에 맞는 광학 소자 납품

다. 납품기한 : 계약일로 부터 60일 이내

라. 계약의 이행

1) 본 규격서에 대한 주계약자(이하“계약자”라 한다)와 발주기관 간의 해석상 이견은 발주

기관의 해석에 따라야 하며, 본 규격서에 특별히 명시되지 않은 사항은 정부계약법 등



 

의 규정과 일반 관례에 따른다.

2) 발주기관은 계약내용 전부에 대한 권리를 행사할 수 있으며 계약자는 이에 대하여 전

적으로 동의해야 한다.

3) 본 규격서에 명시된 모든 조항은 본 사업의 원활한 추진에 필요한 최소한의 사항만을 

규정하였으므로 상세히 기술하지 않았거나 누락된 사항에 대해서도 정상운영 및 서비스에 

문제가 발생되지 않도록 계약자는 사전 조치를 취하여야 한다.

4) 본 규격서에서 요구하는 성능 및 특성에 대해 계약자의 오인 또는 누락된 상태로 계약 체결

되어, 계약 후 이를 보완하기 위한 설계 변경, 물품 등을 추가해야 할 경우 계약자 부담

으로 시행한다.

5) 계약자는 공급하는 제품의 성능, 품질 등에 대한 최종적인 책임을 진다.

4. 기타조건

 가. 납품기한 : 계약 후 60일 이내

 다. 규격관련 문의사항 : 우성수 선임 : 010-8807-9124


